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Abstract:  This paper presents a prototype wireless remote glucose monitoring system 
interfaced with a ZnO nanowire arrays-based glucose sensor, glucose oxidase enzyme 
immobilized onto ZnO nanowires in conjunction with a Nafion
® membrane coating, which 
can be effectively applied for the monitoring of glucose levels in diabetics. Global System 
for Mobile Communications (GSM) services like General Packet Radio Service (GPRS) 
and Short Message Service (SMS) have been proven to be logical and cost effective 
methods for gathering data from remote locations. A communication protocol that 
facilitates remote data collection using SMS has been utilized for monitoring a patient’s 
sugar levels. In this study, we demonstrate the remote monitoring of the glucose levels 
with existing GPRS/GSM network infra-structures using our proposed functionalized ZnO 
nanowire arrays sensors integrated with standard readily available mobile phones. The data 
can be used for centralized monitoring and other purposes. Such applications can reduce 
health care costs and allow caregivers to monitor and support to their patients remotely, 
especially those located in rural areas. 
Keywords: electrochemical nanosensor; ZnO nanowires; glucose oxidase; Nafion® 
membrane; remote monitoring; data acquisition; Global System for Mobile 
Communications (GSM) 
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1. Introduction  
Research in the field of ZnO nanostructures and sensors has brought about real opportunities for the 
development of effective glucose biosensors. People have realized that integration of small and cheap 
microcontrollers with these sensors and nanosensor can result in the production of extremely useful 
devices, which can be used as an integral part of a wireless sensor network. These devices are called 
sensor nodes. Nodes are able to communicate each other over different protocols. Studies in the field 
of communication protocols for acquiring distributed data from remote locations for monitoring of 
health care and industrial parameters are under consideration among researchers. Each sensor device is 
typically capable of sensing, sampling, processing and communicating one or more physical, 
physiological, or biological signals from the environment where they are deployed. Health care costs 
are rapidly increasing due to the fast increase in the aging population around the World; the numbers 
of patient suffering from diabetes and old aged related diseases are also increasing. Wireless health 
monitoring system using health sensors in-home and out of hospital may assist residents and caregivers 
by providing non-invasive and invasive continuous and periodic health monitoring with minimum 
interaction between doctors and patients. A number of wearable physiological monitoring systems 
have been developed for the elderly to monitor the health status of the individual wearer [1-6]. As with 
an increasing cost of healthcare and a growing population of seniors in nursing homes and hospitals 
worldwide, patient monitoring using communication technologies is being considered as a solution to 
both improving the quality of healthcare and reducing the rate of increase for healthcare services [7-11]. 
In general, patient monitoring involves periodic transmission of routine physiological parameters and 
transmission of alerting signals when parameters cross a threshold, patients cross a certain boundary, 
or the device battery strength drops below a certain level. There are many challenges in wireless 
monitoring of patients, including the coverage, reliability and quality of monitoring. Handheld 
monitors are characterized by lightweight, low cost, and comfortable for long-term usage and easy to 
handle by individuals and ambulatory health monitoring, with instantaneous feedback to a user about 
the current health status [12]. Therefore, physiological monitor technology has recently focused on 
integrating personal digital assistants and miniaturizing the sensor systems, including embedded 
microcontrollers, wireless networking, and microphysical sensors for portable devices [13,14]. Recently, 
there have been big improvements in wireless communications, sensor technology, mobile computing, 
and the electronics industry. These technological advances have led to the emergence of a new 
generation of intelligent wireless sensor devices which are very small in size, light in weight, yet smart 
and powerful in functionality [15,16]. Modern wireless communication technology and services have 
made information more accessible than ever and there are more than a billion GSM subscribers in a 
more than 200 countries [17]. As the GSM infrastructure has proven to be reliable and cost effective, 
the services provided by GSM systems are inevitably used for data acquisition and monitoring 
applications. With the worldwide deployment of mobile and wireless networks, these wireless 
infrastructures can support many current and emerging health care applications. 
In this paper, we have designed a prototype circuit for remotely monitoring glucose using our newly 
fabricated ZnO nanowires arrays-based sensor with immobilized glucose oxidase enzyme and 
successfully interfaced it with the existing GSM network. This proposed system can provide a means 
of using emerging nanosensors/nanodevices for monitoring multiple health parameters outside the S
 
tr
in
2
2
s
z
S
(
s
r
2
f
n
in
d
0
S
n
Sensors 201
raditional h
n case of ur
2. Experime
2.1. Reagent
Glucose o
serum album
zinc nitrate
Sigma–Aldr
Sigma–Aldr
solution was
eagent grad
2.2. Fabrica
A 3 cm l
followed by
nanowire ar
nvestigation
dried in air. 
0.025 M HM
Subsequentl
nanowire arr
Figure
grown
shows
image
(b) sho
1, 11  
hospital env
rgent need.  
ental  
ts 
oxidase (E.C
min (BAS ≥
e hexahydra
rich. Phosph
rich) with 
s kept at le
de. 
ation and El
long clean, 
y rinsing in
rrays on the
ns was adop
This proce
MT. The s
ly, the wire
rays grown 
e 1. A typi
n on 250 µm
 that the di
s in figure
owing nano
 
vironment an
C. 1.1.3.4) 
≥ 98%), glut
ate and he
hate buffere
sodium ch
east 24 h af
lectrochemi
straight pi
n deionized 
e silver wir
pted [18-20
edure was re
solution wa
 was washe
on the silve
ical scannin
m silver (A
ameter of th
e  (a) is sh
owires with 
         
nd efficient
from Asper
taraldehyde
examethylen
ed, 10 mM s
loride in 0
fter preparat
ical Measur
ece of silve
water and
re a low tem
0]. First the 
epeated twi
as kept at 9
ed with dist
er wires usi
ng electron 
Ag) wire us
he nanowir
howing the
enzymes im
tly transfer 
rgillus niger
 (50% solut
netetramine
solution (PB
0.135 mM, 
tion for mu
rement of Zn
er wire (250
d then it wa
mperature c
wire was d
ce. The see
90 °C duri
tilled water
ng this proc
microscopy
sing low tem
res arrays is
e nanowire
mmobilizatio
 
data to phy
r 360 U/mg 
tion), Nafio
e (HMT, (
BS) was pre
the pH wa
utation. All 
nO Nanowir
0 µm diam
as dried at 
chemical ap
dipped into 
ed solution c
ng the gro
r and dried 
cedure are s
y SEM ima
mperature c
s in the rang
s arrays w
ons. 
ysicians for 
(BBI Enzy
on (5 wt.%),
(C6H12N4)) 
epared from
as adjusted
chemicals 
re Arrays B
meter) was f
room temp
pproach as 
a seed solu
contained 0
wth of the
at room tem
shown in Fig
age of ZnO
chemical gr
ge of 100–2
without imm
  
immediate 
ymes (UK) L
, d-(+)-gluc
were purc
m Na2HPO4 
d to 7.4. G
used were 
Based Senso
first rinsed 
perature. To
described i
ution for 2 m
0.025 M zin
 ZnO nano
mperature. 
gure 1.  
 nanowires
rowth. The
200 nm. Th
mobilization
         848
consultatio
Ltd.), Bovin
cose (99.5%
chased from
and KH2PO
Glucose stoc
of analytic
or  
with aceton
o grow Zn
in our earlie
min and the
nc nitrate an
owire array
Typical Zn
 arrays 
e figure 
he SEM 
ns and  
 
 
87
on 
ne 
%), 
m  
O4 
ck 
al 
ne 
O 
er 
en 
nd 
ys. 
O Sensors 2011, 11                                       
 
 
8488
As clearly seen from the SEM images, ZnO nanowire arrays of 100–200 nm diameters with uniform 
density and spatial distribution had been grown. These nanowire arrays were perpendicular relative to 
the surface of the silver wire. The morphological and structural characteristics of the grown arrays can 
be controlled by adjusting the growth process parameters such as the concentration of the seed 
solution, the reagent stoichiometry, the temperature and the pH of the growth solution [21]. To 
immobilize the glucose oxidase (GOD) on the ZnO nanowire array-coated silver wire, the zinc oxide 
electrode was rinsed with PBS to generate a hydrophilic surface. An enzyme solution was prepared by 
dissolving 10 mg GOD and 20 mg BSA in 500 µL PBS and the electrode was dipped into enzyme 
solution for 15 min and then left in air for 2 h to dry. The cross-linking procedure was carried out by 
adding 2 µL aqueous solution containing 2.5% glutaraldehyde and 0.5% Nafion onto the electrode 
surface. After drying at room temperature, an additional 2 µL of 0.5% Nafion solution was applied 
onto the electrode surface to prevent possible enzyme leakage and eliminate foreign interferences. All 
enzyme electrodes were stored in dry condition at 4 °C when not in use. After completing these steps, 
the sensors were initially checked potentiometrically in 100 µL of 100 µM glucose solutions with an 
Ag/AgCl reference electrode. The electrochemical responses of the sensors (EMF) are quite stable DC 
voltages with a fast response time as shown in Figure 2(a,b), and negligible noises were observed 
during all the experiments. The tested sensor configuration showed large dynamic ranges, with an 
output response (EMF) that was linear vs. the logarithmic concentration of glucose going from 
−10 mV for 0.5 µM and −154 mV for 10 mM glucose, as shown in Figure 2(c). This corresponds to a 
slope around 35 mV/decade and this potentiometric response of the nanosensor in terms of electrical 
signal was coupled using flexible shielded cables and interfaced with the designed circuits using 
instrumentation amplifier. 
Figure 2. (a) Calibration curve of the sensor electrode showing the stable and smooth signal 
in 50 µM glucose solution. (b)  Curve showing the time response of the sensor.   
(c) Calibration curve of the sensor electrode showing the electrochemical potential difference 
at different glucose concentrations for the ZnO nanowires arrays coated with glucose oxidase 
enzyme with Nafion membrane electrode with Ag/AgCl reference electrode. 
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Figure 2. Cont. 
 
(c) 
3. Results and Discussion 
3.1. Study of Interferences and Temperature 
The selectivity of a glucose sensor depends on two major factors that are the enzyme–analyte 
reaction and selective measurements. The enzyme–analyte reaction is very specific due to the nature of 
the enzyme glucose oxidase functionality. As a result of this reaction δ-gluconolactone and hydrogen 
peroxide are produced. These two products and the oxygen consumption can be used for the glucose 
determination. With the H2O availability in the reaction, gluconolactone is spontaneously converted to 
gluconic acid, which at neutral pH, form the charged gluconate
− and proton (H
+) products according to 
the Equations (1) and (2) given below: 
H2O + O2 + β-D-glucose     Glucose oxidase   δ-gluconolactone + H2O2 (1) 
δ-gluconolactone     spontaneous   gluconate
− + H
+ (2) 
The glucose oxidase reaction with β-D-glucose is highly specific without any major interfering 
reaction with other types of sugars. It could however, be useful to check possible interferences from 
reducing agents such as ascorbic and uric acid, which are well known interferents with amperometric 
glucose measurements methods. As clearly seen from the output response of the sensor, the addition of 
these potential interferents does not change the signal substantially. Addition of 100 µM of ascorbic acid 
or uric acid to 1 mM glucose only generated some extra noise, as shown in Figure 3. We suggest that 
the good selectivity of the present biosensor can be attributed to the permselective (charge-exclusion) 
property [22,23] of the Nafion films coated on the electrode. The influence of the varying temperature 
on the sensor response was also examined between 20 °C and 75 °C. As shown in Figure 4, the EMF 
response gradually increases with the increasing temperature and reaches its maximum value at around 
50 °C. This is because each enzyme has maximum activity at an optimum temperature condition. After 
50  °C, the response decreases, this is caused by the natural thermal degradation of the enzyme. Sensors 2011, 11                                       
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Although the sensor showed a maximum response at 50 °C, room temperature (23 ± 2) °C is still 
chosen for this work in order to prevent possible solution evaporation at higher temperatures and for 
ease of operation. 
Figure 3. Calibration curve showing the study of interferences with time trace line of 
output response (EMF) change with time after adding 100 µM ascorbic acid and uric acid 
in 1 mM glucose solution.  
 
Figure 4. Calibration curve illustrated the influence of the temperature on the sensor response. 
 
3.2. Communication Technologies for Health Caring 
There are different short-range and long-range wireless communication technologies which could 
be used in a healthcare system for the remote monitoring of physiological parameters such as 
Bluetooth, Ultra Wideband (UWB), ZigBee and Wi-Fi which is a WLAN (Wireless Local Area 
Network) and GSM/GPRS technologies [24-32]. Due to the current advances in communication 
technologies, a lot of research efforts are being done in the area of health care monitoring and service 
providing [33]. Providing health care facilities to highly populated areas as well as remote rural areas 
would require enormous funding for upgrading the existing infrastructure. The health care costs in the 
developed countries are rapidly increasing due to the substantial increase in the elderly population. Sensors 2011, 11                                       
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Monitoring the daily physical activities can be a key to evaluating the actual quality of life of the 
elderly. We believe that the overall health and wellness of the elderly population can greatly benefit 
from the use of current communication technologies [34]. These technologies allows the fabrication of 
miniaturized sensors (e.g., ZnO based nanosensors) to be integrated with microcontrollers which 
transform this collected data from sensor into useful information by using appropriate software to 
connect to the outside world using wireless links.  
3.3. Motivation for the Choice of GSM/GPRS 
Today, cellular mobile communication systems like Global System for Mobile Communications 
(GSM), General Packet Radio Service (GPRS), EGDE, CDMA-2000, WCDMA, 3G UMTS, just to 
name a few, are examples of standard technologies that are widely deployed worldwide and many 
devices (e.g., cellular phones, smart box, laptops, etc.) already utilize their services. These systems are 
commonly known as Wide Area Networks (WANs), since they usually cover a large geographical 
space and offer valuable services (including voice, text, data and multimedia) to a huge number of 
subscribers within their geographical coverage. They are also representing the backbone networks for 
many other types of smaller networks like Wireless Sensor Networks (WSN), Personal Area Networks 
(PAN) and Wireless Body Area Networks (WBAN). These systems can themselves provide a range of 
valuable services to their users, such as real-time monitoring of physiological parameters like heart 
rates, glucose levels, blood oxygen saturation, etc. and providing direct feedbacks to the users, for 
example, via a graphical user interface (display or LCD), or a vocal user interface (e.g., speaker). By 
interconnecting these systems with the other existing public networks, like cellular mobile networks 
and the Internet, the possibilities and applications of these systems will become virtually endless. 
Examples of such applications include remote monitoring of patients, elderly people, athletes, or 
soldiers via the Internet. As another example, we can consider a situation where a patient suffering 
from chronic disease (e.g., heart attack, diabetic, etc.) possesses healthcare monitoring systems (like 
ECG, glucose sensor, etc.). If the remote monitoring system is connected to a mobile phone network, 
then the system can alert the hospital (or caregiver/doctor), e.g., via SMS, once anomalies are detected 
(e.g., heart rate has exceeded a predefined threshold, or a certain insulin level decline). As the 
GSM/GPRS infrastructures have proven to be reliable and cost effective, the services provided by 
these systems are inevitably used for data acquisition and monitoring applications. Thus, we have 
chosen this system in our present work due to its wide area coverage and can reach to doctor/caregiver 
at any time. 
3.4. Working Description and Block Diagram of Remote Glucose Monitoring System 
Figure 5 shows the block diagram of the proposed wireless remote monitoring system for the ZnO 
nanowires based glucose sensor. The electrical signals generated by our glucose sensor are stable, as 
shown in Figure 2(a), and strong enough, ranging from 10 mV to hundreds of mV with varying 
glucose concentrations. These signals were firstly collected by electrodes, then passed through an 
amplifier and filters to get rid of noises using flexible shielded cables.  Sensors 2011, 11                                       
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Figure 5. The proposed system block diagram of wireless remote monitoring system for 
the functionalized ZnO nanowire arrays based glucose sensor. 
 
 
After that the signals are connected to the input port of the built-in ADC of the PIC18F452 
microcontroller. The PIC18F452 is a general purpose MCU from Microchip. It has several convenient 
built-in modules such as A/D, UART, SPI, PSP, etc., which reduce development time. In particular, an 
on-chip analog-to-digital converter (ADC) eliminates the need to design separate ADC circuitry. Also, 
its on-chip universal asynchronous receivers transmit (UART) module makes asynchronous 
communication with any compatible transceiver module relatively simple.  
The ADC and UART modules operate in parallel with the microcontroller’s CPU. Operation of A/D 
and UART modules in parallel with the CPU saves CPU instruction cycles. In other words, once the 
ADC and UART are configured properly, they operate almost independently with the CPU inside PIC 
Microcontroller. The system schematic diagram and the photograph of the designed prototype circuit 
board are shown in Figure 6(a,b). 
The input signal from the sensor is first interfaced to an instrumentation amplifier using flexible 
coaxial cables whose gain was accordingly adjusted to an appropriate level and then this signal 
amplified by instrumentation amplifier (IA). The output from the amplifier is then fed to the input of 
the ADC built in with microcontroller which converts this signal into the corresponding digital signals 
readable by the microcontroller. Software in the controller, which is written in C language, then reads 
the signal and compares it to a lookup table. This algorithm has the key responsibility of reading the 
sugar level in terms of input electrical signal and from the lookup table converts it into corresponding 
molar concentrations. After conversion it generates an instruction set for the GSM mobile device 
connected with RS 323 serial data cable to the circuit board. This instruction set, when passed to the 
mobile using the serial port, sends the sugar levels as SMS messages to the physician’s mobile and 
medical data storage system for immediate consultation and medication. The SMS message typically 
takes 10 to 30 s to deliver, but depending on the network load, it may take longer than 30 s. In this 
study a previously developed communication protocol [32] is used for the monitoring of sugar levels. 
The system detected the sugar levels in modeled glucose solutions and sent an SMS message as S
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species like uric acid and ascorbic acid. The calibration curve of the glucose concentrations is linear 
from 0.5 µM to 10 mM, with a detection limit of 0.5 µM. Further studies are underway to develop a user 
friendly miniaturized handheld multichannel nanosensor device capable of simultaneously monitoring 
different physiological parameters with our proposed system using the wireless communication 
technologies.  
References 
1.  Pandian, P.S.; Safeer, K.P.; Gupta, P.; Shakunthala, D.T.; Sundersheshu, B.S.; Padaki, V.C. 
Wireless sensor network for wearable physiological monitoring. J. Netw. 2008, 3, 21-28. 
2.  Pandian, P.S.; Mohanavelu, K.; Safeer, K.P.; Kotresh, T.M.; Shakunthala, D.T.; Gopal, P.;   
Padaki, V.C. Smart vest: Wearable multi-parameter remote physiological monitoring system. 
Med. Eng. Phys. 2007, 30, 466-477. 
3.  Anliker, U.; Ward, J.A.; Lukowicz, P.; Troster, G.; Dolveck, F.; Baer, M.; Keita, F.; Schenker, E.; 
Catarsi, F.; Coluccini, L.; et al. AMON: A wearable multi-parameter medical monitoring and alert 
system. IEEE Trans. Inf. Technol. Biomed. 2004, 8, 1-11. 
4.  Halin, N.; Junnila, M.; Loula, P.; Aarnio, P. The LifeShirt system for wireless patient monitoring 
in the operating room. J. Telemed. Telecare 2005, 11, 41-43. 
5.  Mundt, W.; Montgomery, K.N.; Udoh, U.E.; Barker, V.N.; Thonier, G.C.; Tellier, A.M.;   
Ricks, R.D.; Darling, R.B.; Cagle, Y.D.; Cabrol, N.A.; et al. A multiparameter wearable 
physiologic monitoring system for space and terrestrial applications. IEEE Trans. Inf. Technol. 
Biomed. 2005, 9, 382-391. 
6.  Gopalsamy, C.; Park, S.; Rajamanickam, R.; Jayaraman, S. The wearable motherboard TM: The 
first generation of adaptive and responsive textile structures (ARTS) for medical applications. 
Virtual Reality. 2005, 4, 152-168. 
7.  Bauer, P.; Sichitiu, M.; Istepanian, R.; Premaratne, K. The Mobile Patient: Wireless Distributed 
Sensor Networks for Patient Monitoring and Care. In Proceedings of the 2000 IEEE EMBS 
International Conference on Information Technology Applications in Biomedicine, Arlington, 
VA, USA, 9–10 November 2000; pp. 17-21. 
8.  Bhargava, A.; Zoltowski, M. Sensors and Wireless Communication for Medical Care. In 
Proceedings of the 14th International Workshop on Database and Expert Systems Applications 
(DEXA'03), Prague, Czech Republic, 1–5 September 2003; pp. 956-960. 
9.  Gieras, I.A. The Proliferation of Patient-Worn Wireless Telemetry Technologies within the U.S. 
Healthcare Environment. In Proceedings of the  4th International IEEE EMBS Special Topic 
Conference on Information Technology Applications in Biomedicine 2003, Birmingham, UK,   
24–26 April 2003; pp. 295-298. 
10.  Jovanov, E.; O’Donnel, A.; Morgan, A.; Priddy, B.; Hormigo, R. Prolonged Telemetric 
Monitoring of Heart Rate Variability Using Wireless Intelligent Sensors and a Mobile Gateway. 
In Proceedings of the International Second Joint IEEE EMBS/BMES Conference, Houston, TX, 
USA, 23–26 October 2002; pp. 1875-1876. 
11.  Kara, A. Protecting privacy in remote-patient monitoring. Computer 2001, 34, 24-27. Sensors 2011, 11                                       
 
 
8495
12.  Axisa, F.; Gehin, C.; Delhomme, G.; Collet, C.; Robin, O.; Dittmar, A. Wrist Ambulatory 
Monitoring System and Smart Glove for Real Emotional, Sensorial and Physiological Analysis. In 
Proceedings of the 26th Annual International Conference of the IEEE Engineering in Medicine 
and Biology Society, EMBC 2004, San Francisco, CA, USA, 1–4 September 2004; pp. 2161-2164. 
13.  Haux, R.; Kulikowski, C.; Schattauer, S. The agenda of wearable healthcare. In IMIA Year Book 
of Medical Informatics 2005: Ubiquitous Health Care Systems; Schattauer: Stuttgart, Germany, 
2004; pp. 125-138.  
14.  Choi, S.; Jiang, Z. A novel wearable sensor device with conductive fabric and PVDF film for 
monitoring cardiorespiratory signals. Sens. Actuat. A 2006, ED-128, 317-326. 
15.  Varshney, U.; Vetter, R. Emerging wireless and mobile networks. Commun. ACM  2000,  43,  
73-81. 
16.  Boric-Lubecke O.; Lubecke V.M. Wireless house calls: Using communications technology for 
health care and monitoring. IEEE Microw. Mag. 2002, 3, 43-48. 
17.  Al-Ali, A.R.; Al-Rousan, M.; Ozkul, T. Implementation of experimental communication protocol 
for health monitoring of patients. Comput. Stand. Interfaces 2006, 28, 523-530. 
18.  Asif, M.H.; Ali, S.M. Usman.; Nur, O.; Willander, M.; Brannmark, C.; Stralfors, P.;   
Englund, U.H. Elinder, F.; Danielsson, B. Functionalised ZnO-nanorod-based selective 
electrochemical sensor for intracellular glucose. Biosens. Bioelectron. 2010, 25, 2205-2211. 
19.  Ali, S.M. Usman.; Nur, O.; Willander, M.; Danielsson, B. Glucose detection with a commercial 
MOSFET using a ZnO nanowires extended gate. IEEE Trans. Nanotechnol. 2009, 8, 678-683. 
20.  Ali, S.M. Usman.; Nur, O.; Willander, M.; Danielsson, B. A fast and sensitive Potentiometric 
glucose microsensor based on glucose oxidase coated ZnO nanowires grown on a thin silver wire. 
Sens. Actuat. B 2010, 145, 869-874. 
21.  Zhang, H.; Yang, D.; Li, S.; Ma, X.; Ji, Y.; Xu, J.; Que, D. Controllable growth of ZnO 
nanostructures by citric acid assisted hydrothermal process. Mater. Lett. 2005, 59, 696-1700. 
22.  Fan, Z.; Harrison, D.J. Permeability of glucose and other neutral species through recast 
perfluorosulfonated ionomer films. Anal. Chem. 1992, 64, 1304-1311 . 
23.  Fortier, G.; Vaillancourt, M. Belanger, D. Evaluation of Nafion as media for glucose oxidase 
immobilization for the development of an amperometric glucose biosensor. Electroanalysis 1992, 
4, 275-283. 
24.  New Bluetooth Standards to Bring Speed, Energy Efficiency. Available online: 
http://www.pcworld.com/businesscenter/article/159807/new_bluetooth_standards_to_bring_speed
_energy_efficiency.html (accessed13 March 2011). 
25.  The IEEE Project 802.15.1 has derived a Wireless Personal Area Network standard based on the 
Bluetooth™ v1.1 Foundation Specifications. Available online: http://www.ieee802.org/15/ 
pub/TG1.html (accessed13 March 2011). 
26.  Bluetooth SIG. Compare with Other Technologies. Available online: http://bluetooth.com/ 
Bluetooth/Technology/Works/Compare/ (accessed on 29 August 2011).  
27.  WiMedia Alliance. Available online: http://www.wimedia.org/ (accessed13 March 2011). 
28.  T Zero Technologies. Available online: http://venturebeat.com/2009/02/12/tzero-technologies-
shuts-down-thats-the-end-of ultrawideband/ (accessed on 13 March 2011). Sensors 2011, 11                                       
 
 
8496
29.  IEEE 802.15 WPAN™ Task Group 4 (TG4). Available online: http://www.ieee802.org/15/pub/ 
TG4.html (accessed13 March 2011). 
30.  Zigbee Remote Control. Available online: http://www.zigbee.org (accessed on 13 March 2011). 
31.  Low Power Advantage of 802.11a/g vs. 802.11b. Available online: http://focus.ti.com/pdfs/bcg/ 
80211_wp_lowpower.pdf (accessed on 13 March 2011).  
32.  Ozkul, T.; Al-Homoud, A. Communication protocol for monitoring a large number of remotely 
distributed hazardous material detection devices. Comput. Stand. Interfaces 2003, 25, 553-561.  
33.  Ross, P.E. Managing care through the air. IEEE Spectrum 2004, 41, 26-31. 
34.  Porteus, J.; Brownsell, S. Exploring Technologies for Independent Living for Older People, A 
Report on the Anchor Trust/BT Telecare Research Project; Kidlington: Oxfordshire, UK, 2000. 
© 2011 by the authors; licensee MDPI, Basel, Switzerland. This article is an open access article 
distributed under the terms and conditions of the Creative Commons Attribution license 
(http://creativecommons.org/licenses/by/3.0/). 